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Hydraulic Data

Motor Data |

Maximum Flow | Flow at Duty Poin

Maximum TDH| TDH at Duty Point NPSH;

Voltage / Phase / Enclosure

474USgpm | 330USgpm. 97 ft

75 ft
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208-230V 3PH ODP
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Engineering Data

Purp Code: 6ANL2ED(5.25)
Pump Size: 3x4-7
Punmp Max Horsepower: 9.763 hp
Pump Horsepow er at Rating Point: 9.76 hp
Pummp Shut Off Head: 97 ft
Motor Speed: 3450 rpm
Max. Temperature: 212 °F

Liquid: Water, pure
Motor Code: C12741
System Input Power: 3~ 208V
Motor Rated Horsepow er: 10.00 hp
Max. Frequency 60
Bectrical Enclosures: ODP
Motor Standard: NEMA
Suction Flange Standard: ANS|
Suction Flange Rating: Class 150
Suction Size: 4"
Discharge Flange Standard:ANS|
Discharge Flange Rating: Class 150
Discharge:3"
Approximate Net Weight: 114 b
Impeller Size: 5'/"
Impeller Construction: Cerrado
Impeller Type: Rodete radial
Impeller Material:

Cast Iron ASTM A48 CL20
Sense of Rotation:en el sentido del reloj
Shaft Seal: Carbon/Ceramic/BUNA-N
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Dimension Value Dimension Value
A 9'%2 H "he
AB max 7% L 1%
B 8 Mating Flange ANSI class 150
CP max 25" R 3
D 5' Suction 4
DC max 5% w 4%
DD 5'% X 6
Discharge 3 Y 2"
E 41l Z 4%
F 2%l
G She
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